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SUMMIT DELUXE CONSOLE 

MATERIAL SPECIFICATIONS 

 

 

CONSOLE 

● LEG ASSEMBLY – 14GA. 2” x 3” RECTANGULAR STEEL TUBE, WELDED AND POWDER COATED BLACK 

● LEVELING FEET ACCESS COVERS  – ¾” DIAMETER BLACK PLASTIC 

● ANTI SAG BAR – 11GA. STEEL, FORMED AND POWDER COATED BLACK 

● MODESTY PANEL – ¾” MDF CORE, LAMINATED BOTH SIDES PER ORDER, 3mm BLACK PVC EDGE 

● MODESTY PANEL RETAINER – 16GA. STEEL, FORMED AND POWDER COATED BLACK 

● WORK SURFACE – 1-1/4 THICK MDF CORE, LAMINATED BOTH SIDES. TOP SIDE LAMINATED PER ORDER, 3mm 

BLACK PVC EDGE 

● CABLE GROMMETS – 2-1/2” DIAMETER WITH COVERS, BLACK  

● VERTICAL CABLE  MANAGEMENT TROUGH – LENGTH 16”, PLASTIC, BLACK 

● HORIZONTAL CABLE MANAGEMENT TROUGH – PLASTIC, BLACK  

 

SLATWALL 

● SLAT WALL – EXTRUDED ALUMINUM, ANODIZED  BLACK 

● SLAT WALL POSTS – 14GA. 3” DIAMETER STEEL TUBE, POWDER COATED BLACK 

● SLAT WALL TRIM CAPS – 18GA. STEEL, FORMED AND POWDER COATED BLACK 

● SLAT WALL BACK PANEL – ¾” MDF CORE, LAMINATED BOTH SIDES, EXTERIOR LAMINATED PER ORDER, 3mm 

BLACK PVC EDGE 

 

END PANELS 

● END PANEL  – ¾” MDF CORE, LAMINATED BOTH SIDES PER ORDER, 3mm BLACK PVC EDGE 

● END PANEL RETAINER – 16GA. STEEL, FORMED AND POWDER COATED BLACK 

 

 


