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EDGE SIT STAND CONSOLE MATERIAL SPECIFICATIONS



DESKTOP POWER AND DATA PORTS
RETRACTABLE, WILL FOLD FLUSH WHEN NOT IN USE
CAN BE CONFIGURED WHEN ORDERED

FOR POWER/USB CHARGER/CAT é/HDMI

OTHER OPTIONS AVAILABLE

ANODIZED ALUMINUM FRAME (BLACK)

ALUMINUM EXTRUDED SLAT WALL
6063-T6 ALUMINUM

ANODIZED BLACK

UNIVERSAL FRONT/TOP AND REAR MOUNTING

MONITOR ARMS

SLAT WALL MOUNTED (BLACK)

VESA COMPATIBLE-75mm AND 100mm
ARTICULATED ARM FOR EASY MONITOR LOCATION
14" POLE

MONITOR BRACKET CAN TILT 200°

SUPPORTS UP TO 40 Ibs. (18.1kg)

2.5" CABLE PASS THROUGH GROMMETS

3 PER 60"W CONSOLE

BLACK

PROTECTS CABLES FED THROUGH WORK SURFACE
TO CABLE TRAY BELOW

CAN ACCOMMODATE A HOST OF SLAT WALL

MOUNTED ACCESSORIES
PHONE TRAYS/MONITOR ARMS/TASK LIGHTS

AND MORE

' WORK SURFACE
1.25" FINISHED THICKNESS

| MDF CORE

SLAT WALL FINISH END CAPS

'. LAMINATED BOTH SIDES PER ORDER
PRE-DRILLED FOR QUICK ASSEMBLY
3mm BLACK PVC EDGING

20GA. STEEL BRACKETS

o o

POWDER COATED BLACK

DESK CONTROL INTERFACE

UP AND DOWN DRIVE BUTTONS
DIGITAL HEIGHT READ-OUT IN CM OR INCHES :
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. ——CABLE TRAY
2" X 2" STEEL
POWDER COATED BLACK
: ADJUSTABLE VERTICALLY

°

3 PROGRAMMABLE MEMORY POSITIONS
EXTRA FEATURE-PANEL CAN BE USED FOR DIAGNOSTICS

CONTROL BOX

2 CHANNEL CONTROL BOX

ENSURES SMOOTH DESK DRIVE

FEATURES SOFT START AND STOP OF LIFTING COLUMNS
LOW POWER CONSUMPTION WHEN IN STANDBY (0.1W)
MAINS VOLTAGE 100-240VAC-50Hz-60Hz

POWER DISTRIBUTION/

CAN ACCOMMODATE MULTIPLE
POWER DISTRIBUTION UNITS

MODESTY PANEL AND CABLE TRAY SUPPORTS
20GA. STEEL BRACKETS

POWDER COATED BLACK

THREADED 1/4-20 INSERTS FOR EASY CABLE TRAY MOUNTING

CABLE MANAGEMENT CHAIN
CABLES INSERTED FROM INNER RADIUS

INNER WIDTH: 1 x 2.95 (75 mm)

BENDING RADII R: 2.95 UP TO 11.81 (75 - 300 mm)
PITCH: 2.64 (67 mm) PER LINK = 5 LINKS/ft (15/m)

LIFTING COLUMNS(EACH)
LOW NOISE LEVEL
SYNCHRONIZED DRIVE KEEPS BOTH LEGS AT THE SAME HEIGHT
MAX THRUST = 180lbs (800N)
SPEED AT 0 LOAD=1.4"/s (38mm/s)
STROKE LENGTH=25.5" (650mm)
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\MODESTY PANEL

.75" MDF CORE

LAMINATED BOTH SIDES PER ORDER
PRE-DRILLED FOR QUICK ASSEMBLY
3mm BLACK PVC EDGING
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LEG BASES

14GA RECT. STEEL TUBE
POWDER COATED BLACK

~\

 IIRACKS

78 JOHN GLENN DRIVE
AMHERST, NEW YORK 14228
716-691-8300

EDGE
SIT STAND CONSOLE

MATERIAL SPECIFICATIONS

60W x 30D CONSOLE SHOWN IN DRAWING

REV. DESCRIPTION DATE

A PRODUCTION 3/21/18

DATE: MARCH, 21, 2018

THE INFORMATION CONTAINED IN THIS DRAWING IS THE PROPERTY
OF INRACKS INC. ANY REPRODUCTION IN PART OR AS A WHOLE

WITHOUT THE WRITTEN PERMISSION OF INRACKS INC. IS
PROHIBITED.

EDGE SIT STAND CONSOLE MATERIAL SPECIFICATIONS



SLAT WALL PROFILE AND FEATURES

[3mm]
FRONT
6063-T6 ALUMINUM
ANODIZED BLACK
5.7los/ft

3"

[76mm]

UNIVERSAL SLAT SPACING

TO ACCOMMODATE ACCESSORIES

ON FRONT, TOP OR BACK

1/4-20 THREAD PROFILES
LOCATED ON ALL SIDES
FOR ACCESSORY MOUNTING

OF ALMOST ANY KIND

5e ot o

BACK

BOTTOM
MOUNTED TO WORK SURFACE
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[ HRACKS

AMHERST, NEW YORK 14228
CABLE MANAGEMENT CHAIN DETAILS 716-691-8300
FOR MANAGING AND PROTECTING MOVING CABLES BETWEEN CONSOLES AND FEEDS EDGE

SIT STAND CONSOLE
MATERIAL SPECIFICATIONS

EDGE CABLE MANAGEMENT CHAIN
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CABLES PUSH INTO CHAIN

NO NEED TO FEED THROUGH
MAKES ADDING OR REPLACING
CABLES EASY AND QUICK
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